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8 GEV LINAC STUDY

XX6-9-3 XXTDR-7

LINAC POWER SUPPLY
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SCALE:  NONE

DRAWING NO. REV.

C. HOLMGREN 04-08-02

KRS

1200 A

5000 KVA

13.8 KVA / 480V

(UNIT SUBSTATION)

C. BREAKER

13.8 KVA / 480V

(UNIT SUBSTATION)

5000 KVA

13.8 KVA/480V
(UNIT SUBSTATION)

KRS

C. BREAKER

5000 KVA

1200 A

9000'

750 AL CABLE

N.O.

N.O.

N.O.

1,500'

AL CABLE
15 KV

KLYSTRON GALLERYCRYOGENIC LOAD

10,000'

750 AL 3/C 

SERVICE BUILDING

OVERHEAD LINE
GIESE ROAD

TRIPLEX CABLE

(2,500' NEW DUCT BANK)

34.5 / 13.8 KV

PAD MOUNT

5000 KVA

(BACK-UP SUPPLY)

1.   2  - CIRCUITS

NOTES

10,000' - SERVICE  BUILDING

9,000' - GALLERIES

1,500' - (BACKFEED CABLE)

2,500' - CONDUIT FROM PMH-23 ON MAIN INJECTOR2.  

3.  3  -  NEW 5000 KVA PULSED POWER UNIT SUBSTATIONS 

1  -  34.5 / 13.8 KV PAD MOUNT TRANSFORMER AS BACK-UP4.  
POWER TO NEW SERVICE BUILDING, FED OVERHEAD
FROM GIESE ROAD LINE

5.  2  -  4  WAY SWITCHES

LINAC POWER SUPPLY


